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EDI connection data sheet

	Company information

	Company name
	Robert Bosch GmbH
	

	Company street
	Wernerstrasse 51
	

	Company postal code
	70469
	

	Company city
	Stuttgart
	

	Company country
	Germany
	

	Contact information for technical connection

	Contact name
	EDI-Basis
	

	Contact e-Mail
	EDI-Basis@Bosch.com
	

	Contact phone
	-
	

	Contact information from your EDI service provider (if available)

	Service provider name
	-
	

	Service provider e-Mail
	-
	

	Service provider phone
	-
	

	Contact information for data content

	Contact name
	EDI Support Sales
	

	Contact e-Mail
	SupportSales.EDI@de.bosch.com
	

	Contact phone
	-
	




Please read the following before continuing:

Due to Bosch’s central directives it is mandatory to separate test data from production data.
Therefore we have to establish two EDI connections to you.
Please fill in the parameters for your test and productive environments below.
It is mandatory to have a working test connection first before continuing with the productive one.

If you do not have a separated test environment, we will also configure your productive environment on our test system.
If this is the case, please check this box: ☐
This way you do not have to provide your productive parameters twice.

Our preferred EDI protocols are OFTP2 and AS2.

	OFTP2: test connection

	OFTP2: test connection parameters

	ODETTE-ID (SSID)
	O0013000003ROBBOSCHVEN
	

	ODETTE-ID (SFID)
	O0013000003ROBBOSCHVEN
	

	Host name (OFTP2)
	rbintvenedi.bosch.com
	

	TCP/IP (OFTP2) port
	6619
	

	ODETTE (OFTP2) password
	To be exchanged via e-Mail/phone
	

	IP address (send to)
	139.15.185.61
	

	IP address (receive from)
	139.15.185.61
	

	Virtual File Name for Testing
	ROBERTBOSCHTEST
	

	End To End Response/EERP
	Yes
	

	OFTP2: test security parameters

	TLS client authentication
	No
	

	Compression
	No
	

	Encryption
	No
	

	Signature
	No
	

	Signed EERP
	No
	

	OFTP authentication
	No
	




	OFTP2: productive connection

	OFTP2: productive connection parameters

	ODETTE-ID (SSID)
	O0013000003ROBBOSCHFEKH
	

	ODETTE-ID (SFID)
	O0013000003ROBBOSCHFEKH
	

	Host name (OFTP2)
	rbintvtbedi.bosch.com
	

	TCP/IP (OFTP2) port
	6619
	

	ODETTE (OFTP2) password
	To be exchanged via e-Mail/phone
	

	IP address (send to)
	139.15.250.212
	

	IP address (receive from)
	139.15.250.212
	

	Virtual File Name for Testing
	ROBERTBOSCHTEST
	

	End To End Response/EERP
	Yes
	

	OFTP2: productive security parameters

	TLS client authentication
	No
	

	Compression
	No
	

	Encryption
	No
	

	Signature
	No
	

	Signed EERP
	No
	

	OFTP authentication
	No
	








	AS2: test connection

	AS2: test connection parameters

	AS2-ID
	AS2BOSCHVEN
	

	Host name
	https://rbintvenedi.bosch.com
	

	TCP/IP port
	4443
	

	IP address (send to)
	139.15.185.61
	

	IP address (receive from)
	139.15.185.61
	

	Message Disposition Notification
	synchronous
	

	AS2: test security parameters

	Encryption Algorithm
	3DES
	

	Message Signing
	SHA1
	

	File Compression
	No
	

	Signed MDN
	Yes
	




	AS2: productive connection

	AS2: productive connection parameters

	AS2-ID
	AS2BOSCHVTB
	

	Host name
	https://rbintvtbedi.bosch.com
	

	TCP/IP port
	4443
	

	IP address (send to)
	139.15.250.212
	

	IP address (receive from)
	139.15.250.212
	

	Message Disposition Notification
	synchronous
	

	AS2: productive security parameters

	Encryption Algorithm
	3DES
	

	Message Signing
	SHA1
	

	File Compression
	No
	

	Signed MDN
	Yes
	














	SFTP: test connection

	SFTP: test connection parameters

	Are you Server or Client?
	
	

	TCP/IP Network address
	139.15.185.61
	

	Server / Client Host
	rbintvenedi.bosch.com
	

	Server / Client User
	
	

	SFTP Password
	To be exchanged via e-Mail/phone
	

	SFTP Port
	9146
	

	Method
	Only PUT
	




	SFTP: productive connection

	SFTP: productive connection parameters

	Are you Server or Client?
	
	

	TCP/IP Network address
	139.15.250.212
	

	Server / Client Host
	rbintvtbedi.bosch.com
	

	Server / Client User
	
	

	SFTP Password
	To be exchanged via e-Mail/phone
	

	SFTP Port
	9146
	

	Method
	Only PUT
	


















	FTPS: test connection

	FTPS: test connection parameters

	TCP/IP Network address
	139.15.185.61
	

	Server / Client Host
	rbintvenedi.bosch.com
	

	Server / Client User
	
	

	Server / Client password
	To be exchanged via e-Mail/phone
	

	IP address (send to)
	139.15.185.61
	

	IP address (receive from)
	139.15.185.61
	

	Implicit Port
	9144
	

	Implicit Mode
	Passive
	

	Data Ports (passive)
	9000 - 9020
	




	FTPS: productive connection

	FTPS: productive connection parameters

	TCP/IP Network address
	139.15.250.212
	

	Server / Client Host
	rbintvtbedi.bosch.com
	

	Server / Client User
	
	

	Server / Client password
	To be exchanged via e-Mail/phone
	

	IP address (send to)
	139.15.250.212
	

	IP address (receive from)
	139.15.250.212
	

	Implicit Port
	9144
	

	Implicit Mode
	Passive
	

	Data Ports (passive)
	9000 - 9020
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